
6.01100/6.02100

Large Gated Cableway
up to 30 m
up to 50 m

Play value
The Cableway is a mobile piece of 
equipment which is enjoyed by many age 
groups. The feeling of speed, riding and 
whizzing from one station to the other 
affords great pleasure for younger and 
older children alike. Depending on age 
and experience, it is also possible for two 
to ride together at the same time. The 
way the cable is suspended between the 
two ends enables acceleration without 
the need for a run-up or pushing, and 
the shape of the gate enables riding to 
the end. In this equipment, the inclinati-
on of the cable slows down the ride. The 
agreeably designed wooden stations are 
an eye-catcher with high attraction.
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Fundamental characteristics
-	� the special construction of the valley 

station enables riding to the end
	 quiet travelling crab
	� easy tensioning adjustment of the cable 

by one person
	 attractive, sturdy wooden construction
-	� incentive for playing: wooden stations, 

long cable
-	� movement: holding on to, being
	 carried, riding

Suitable 
-	 for children from 4 years
-	 for public playgrounds
	 children‘s institutions
	 leisure areas
	 outdoor swimming pools
	 parks
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6.01100/6.02100

scale 1:200

Safety check according to EN 1176

Technical information

de-barked posts
de-barked posts, Ø 15 - 18 cm, of 
spruce/fir, boiler pressure impregnated 
according to DIN 68800-3, use class 4

perforated
the earth/air zone of the wood is perfo-
rated by small bore holes to ensure that 
the impregnating agent penetrates this 
particularly endangered zone

pendulum seat
with large rubber surface, with a soft, 
protecting edge and steel insert

universal joint
suspension of pendulum seat with 
hose-sleeved chain on drop-forged 
and hot-dip galvanised joint yoke; the 
universal joint insert consists of two 
swing bearings

strong fastening
bolt connections with milled metal 
rings for connections which are 
stressed cross-wise

brass bush
for all to and fro movements we use 
bush bearings which allow for self-
lubrication while in use and which can 
be easily exchanged in case of need

Large Gated Cableway
the valley station surrounds the safety 
space with its construction. This shape 
enables riding to the end; the incline 
of the cable slows down the ride 
completely without the need for a hard 
stop
tensioning device
the cable goes over a winch in a big 
radius. Thus the tensioning adjust-
ment can easily be done by one
person

travelling crab
our travelling crab is made in a „sand-
wich“ construction. Due to its isolated 
mechanism, sound proof working is 
ensured. The travelling crab can be 
installed without dismantling the
cable

special lifting cable
for our Cableways we use a special 
lifting cable made of pure steel, 
impregnated, length-stable, irrotational 
and bending stress resistant

chains
suspended on hose-sleeved, short-link 
chains, 6 mm, welded before hot-dip 
galvanisation (stainless steel chains 
available on request)

Dimensions
(small deviations possible)

height		  3.55 m
length		  34.00/54.00 m
width		  4.35 m
cable height	 2.75 m
cable length	 32.00/52.00 m
weight		  720 kg

Components

1	mountain station
1	valley station
1	carrying cable with 2 stopper gear sets 
1	travelling crab with pendulum seat
1	tube for tensioning

Installation information

Surfacing requirements
corresponding to a fall height of ≤ 1.00 m
(please refer to price list for more
detailed information)

Foundations
4	items 120 x 120 x 50 cm
excavation depth 70 cm
4	items 80 x 80 x 50 cm
excavation depth 70 cm

Attention:
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Technical changes reserved.
Equipment also available with steel 
feet or made of larch with steel feet.

Order No. 6.02100 up to 50 m

Order No. 6.01100 up to 30 m
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